
Chemical UN/NA# DOT Health Fire Reactivity Special
Name Placard Situations

Refer to Page 550 for explanation of numbers

484

Notes: NFPA -704 designations shown in green are from NFPA49 or NFPA325. Those in black are designations assigned by the authors.
“R” under special situations signifies a radioactivity hazard.

n-Amyl acetate 1104 Flammable 1 3 0

n-Amyl chloride 1107 Flammable 1 3 0

n-Amyl mercaptan 1111 Flammable 2 3 0

n-Amyl nitrate 1112 Flammable 2 2 0 OX

n-Amyl nitrite 1113 Flammable 1 3 2

Amyl phthalate 0 1 0

o-Anisidine 2431 Poison 2 1 0

o-Anisidine hydrochloride 2 1 0

p-Anisidine 2431 Poison 2 1 0

Anisole 2222 Flammable 1 2 0

Anisoyl chloride 1729 Corrosive 1 1 1

Anthracene 0 1 0

Antimony (powder) 2871 Poison 2 2 1

Antimony pentachloride 1730 Poison 3 0 1

Antimony pentafluoride 1732 Corrosive 4 0 1

Antimony potassium tartrate 1551 Poison 2 0 0

Antimony tribromide 1549 Corrosive 3 0 1

Antimony trichloride 1733 Corrosive 3 0 2 W

Antimony trifluoride 1549 Corrosive 3 0 0

Antimony trioxide 0 0 0

ANTU 1651 Poison 4 1 0

Aramite 1 1 0

Argon 1006 Nonflammable 0 0 0
gas

Arsenic 1558 Poison 3 1 0

Arsenic acid 1561 Poison 3 0 0

Arsenic disulfide 1557 Poison 3 0 0

Arsenic pentoxide 1559 Poison 3 0 0

Arsenic trioxide 1561 Poison 3 0 0

Arsenic trisulfide 1557 Poison 3 0 0

Asbestos 2212 Class 9 2 0 0

Asphalt 1999 Flammable 0 2 0

Asphalt blending stocks: roofers flux 1999 Flammable 0 1 0

Asphalt blending stocks: straight run residue 1999 Flammable 0 1 0

Atrazine 1 0 0

Auramine 2 1 0

Barium 1400 Dangerous 1 4 3 W
when wet


